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THANKS FOR PURCHASING A MODULE FROM BEFACO! 
BEFORE YOU PLUG THIS MODULE IN… 
 
1. Disconnect your cabinet from the mains. 
 
2. Triple-check the power cord polarity. The coloured line on the cable (pin number one) 
is the -12V rail. 
 
3. If you plug the module backward, you might burn it out; unfortunately, the warranty 
does not cover this. 
 
4. If you have any questions about this product feel free to contact us 
support@befaco.org 

 
 

WHAT IS ATTE? 
ATTE is a Quad Attenuator/Inverter, Splitter, and Offset Generator 
 
Scale your audio or CV sources and route them to various destinations with this versatile utility. It consists of 
four identical unity gain amplifiers. Each amplifier can multiply an incoming signal by values ranging from 0 to 
1 (for attenuation) or from 0 to -1 (for inverting attenuation). The input of each channel is normalled to the 
input of the next channel, allowing for easy signal routing from one input to the subsequent ones. 
 
The first channel is normalled to 10V, enabling the module to function as an offset generator when no input is 
connected. 
 
 

FEATURES 

●​ Inversion switch per channel. 

●​ Precise zero at the left side of the pots. 

●​ Four LEDs indicate output level and polarity. 

●​ Cascaded input topology 
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CONTROLS 
1. Manual Attenuator of channels 1 to 4 :  
Adjusting this control changes the amplitude of the signal at INs 1 to 4. At the leftmost 
setting, the amplitude is zero. As you move to the right, the level increases or gets inverted 
based on the Mode Switches (2) 
 
2. Mode Switches:  
This switch scales the signal at channels 1 to 4 by either 1(+) or -1(-).  
At the “+” position, the channel operates as a unity gain attenuator with gains ranging 
from 0 to 1 
At the “-” position, the channel operates as a unity gain Inverter with gains ranging 
from 0 to -1 
 
3. Inputs:  
Signal inputs for channels 1 to 4.  
The inputs are cascaded: IN A is normalled to IN B, IN B is normalled to IN C, and IN C is 
normalled to IN D. With this configuration, depending on how the INs are connected or left 
unused, the ATTE can function as a splitter, accommodating a maximum of four channels. 
A signal present on a jack will “Mult”  to all jacks that remain empty below it. 
These inputs accept voltages in the range of -10 to +10 volts.  
 
4. Outputs:  
Output jacks for channels 1 to 4 
 
5. Level indicators:  
Level indicators for channels 1 to 4 . Green indicates a positive signal, and red indicates a 
negative signal. 
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SPECS AND CREDITS 
 

 

 

 

 
 
 

 
 
Designed with care and love by the Befaco Team in Barcelona - 2025 
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Current needs: +12V: 60mA, -12: 50mA, 5v:0 

Width: 4 HP 

Depth: 25 mm assembled version -  35 mm DIY version 
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