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THANKS FOR PURCHASING A MODULE FROM BEFACO! 
BEFORE YOU PLUG THIS MODULE IN… 
 
1. Disconnect your cabinet from the mains. 
 
2. Triple-check the power cord polarity. The coloured line on the cable (pin number one) 
is the -12V rail. 
 
3. If you plug the module backward, you might burn it out; unfortunately, the warranty 
does not cover this. 
 
4. If you have any questions about this product feel free to contact us 
support@befaco.org 

 
 

WHAT IS MIXER? 
Mixer is a utilitarian that combines up to four audio and or CV sources into one output, with independent 
manual level control.​
It can be used as a four-channel mixer or as two separate two-channel mixers, depending on the connection.​
If a cable is connected to the Master output but not to the 1+2 output, all channels will be summed at the 
Master output. If both the Master and 1+2 outputs are connected, the Master will output the mix of channels 3 
and 4, while the 1+2 output will provide the mix of channels 1 and 2.​
Each pair of channels has an LED indicator that shows the presence of a signal. 

 
FEATURES 

●​ Dual Sumimg topology. 

●​ DC Coupled. 

●​ LED Signal Indicators. 
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CONTROLS 
1. INPUTS:  
Input jacks for channels 1 to 4 
2. LEVEL CONTROLS:  
Manual Level controls for channels 1 to 4. 
3. OUTPUT 1+2:  
Outputs the sum of channels 1 and 2. This output is normalled to a summing bus that 
combines channels 1+2 and 3+4 together (at output 3+4) if the corresponding jack remains 
unconnected. 
4. OUTPUT 3+4:  
Outputs the sum of channels 1 and 2, or the sum of all channels if the Output 1+2 jack is not 
connected. 
5. SIGNAL INDICATOR LEDs:  
These two LEDs indicate the presence of a signal in the two summing buses (1+2 and 3+4, 
respectively). They are always red and fade from a dimmer light to a brighter one as the signal 
increases. 
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SPECS AND CREDITS 
 

 

 

 

 
 
 

 
Designed with care and love by the Befaco Team in Barcelona - 2025 

 

4  

 

Current needs: +12V: 35mA, -12: 25mA, 5v:0 

Width: 4 HP 

Depth: 25 mm assembled version -  35 mm DIY version 
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